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AERTS ADDITION - LOT# 88
TBD NW LEGACY TERRACE - BANKS, OR

TYPICAL ABBREVIATIONS
" INCH(ES)

' FOOT (FEET)

# NUMBER OR POUND

x BY  (2 x 4)

AB ANCHOR BOLT

A/C AIR CONDITIONING

ADJ ADJUST(ABLE)

AFF ABOVE FINISHED FLOOR

ALT ALTERNATE, ALTERNATIVE

BD BOARD

BLDG BUILDING

BLK BLOCK

BLKG BLOCKING

BS BOTH SIDES

CL CENTER LINE

CLG CEILING

CLO CLOSET

CLR CLEAR(ANCE)

CMFT. COMFORT HEIGHT'

CONC. CONCRETE

CPT CARPET

CTSK COUNTERSINK

DED DEDICATED

DIA DIAMETER

DIM DIMENSION

DN DOWN

DW DISHWASHER

EA EACH

EXT EXTERIOR OR EXTENSION

FF FINISHED FLOOR

FDN FOUNDATION

FLR. FLOOR

FO FACE OF

FOC FACE OF CONCRETE

FOF FACE OF FINISH

FOS FACE OF STUD

GYP GYPSUM

GYP BD GYPSUM  BOARD (SHEETROCK)

HDW HARDWARE

HT HEIGHT

HVAC HEATING, VENTILATION & AIR 

CONDITIONING

LTBD LOCATION TO BE DETERMINED

MAX MAXIMUM

MIN MINIMUM

MTL METAL

NTS NOT TO SCALE

OBS OBSCURE

OC ON CENTER

OPP OPPOSITE

OPT. OPTIONAL

OSB ORIENTED STRAND BOARD

PL PLATE

PPE POST PER ENGINEER

PT PRESSURE TREATED

PWD PLYWOOD

QTY QUANTITY

REQ'D REQUIRED

RM ROOM

RO ROUGH OPENING

RS ROUGH SAWN

STN STONE VENEER

SIM SIMILAR

SYM SYMBOL OR SYMMETRICAL

T&B TOP AND BOTTOM

T&G TONGUE AND GROOVE

TEMP TEMPERED OR TEMPORARY

TKC TIGHT KNOT CEDAR

TO TOP OF

TOD TOP  OF DECK

TOS TOP OF SLAB

TOW TOP OF WALL

TYP TYPICAL

UM. UNDERMOUNT

UNO UNLESS NOTED OTHERWISE

VERT VERTICAL

VIF VERIFY IN FIELD

W/ WITH

WD WOOD

WH WATER HEATER

W/O WITHOUT

ELECTRONIC STAMP

PLIRIS REQUIRES ELECTRONIC SIGNATURES
FOR ALL PLAN SHEETS. DATE/TIME STAMP OF
SIGNATURE SHALL BE WITHIN 48 HOURS AFTER
PLAN STAMP, SEE BOTTOM LEFT CORNER.
P L I R I S  W I L L  P R O V I D E  U N E N C R Y P T E D
DOCUMENTS DIRECTLY TO THE REVIEWING
JURISDICTION BY CONTACTING US DIRECTLY
A T  j h a s u p p o r t @ p l i r i s p l a n s . c o m

THESE DRAWINGS ARE THE PROPERTY OF
PLIRIS PLANS AND ARE NOT TO BE USED OR
REPRODUCED IN ANY MANNER EXCEPT WITH
THE PROPER WRITTEN PERMISSION OF PLIRIS
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1. CONTRACTOR SHALL VERIFY SITE CONDITIONS AND ALL DIMENSIONS PRIOR TO
STARTING WORK, ORDERING MATERIAL, OR BUILDING. NOTIFY OWNER OF ANY
DISCREPANCIES.

2. THE CONTRACTORS SHALL FULLY COORDINATE WITH STRUCTURAL, MECHANICAL,
ELECTRICAL AND ARCHITECTURAL COMPONENTS OF THE BUILDING.

3. ALL DOORS AND WINDOWS SHALL BE WEATHER-STRIPPED. ALL JOINTS AND
PENETRATIONS SHALL BE CAULKED AND SEALED.

4. ALL EGRESS WINDOWS TO HAVE MAX BOTTOM RAIL HEIGHT OF 44 INCHES. MIN.
CLEAR WIDTH SHALL BE 20 INCHES. MIN. CLEAR HEIGHT SHALL BE 24 INCHES. MIN.
OPEN-ABLE AREA SHALL BE 5.7 SQ FT.

5. SAFETY GLAZING IS REQUIRED IN FIXED OR OPERABLE PANELS ADJACENT TO A DOOR
WHERE THE NEAREST EXPOSED EDGE OF THE GLAZING IS WITHIN A 24" ARC OF
EITHER VERTICAL EDGE OF THE DOOR IN A CL0SED POSITION AND WHERE THE
BOTTOM EXPOSED EDGE OF THE GLAZING IS LESS THAN 60 INCHES ABOVE THE
WALKING SURFACE.

6. ALL EXTERIOR WALLS SHALL 2x6 DF FRAMING @ 16" O.C. & FINISHED WITH SIDING AS
SPEC'D. ALL INTERIOR WALLS SHALL BE 2x4 DF FRAMING @ 16" O.C. & FINISHED WITH
1/2" GYPSUM BOARD. CEILINGS SHALL BE FINISHED WITH 5/8" GYPSUM BOARD.

7. PROVIDE WINDOWS WITH LOW-E COATING & DUAL GLA2ING.ALL BUILDING PADS
SHALL SLOPE 5% AWAY FROM BUILDING FOR 10'.

8. MOISTURE CONTENT OF BUILDING MATERIALS USED IN WALL AND FLOOR SHALL BE
CHECKED BEFORE ENCLOSURE.

9. GUARDRAILS SHALL NOT HAVE OPENINGS FROM THE WALKING SURFACE TO THE
REQUIRED GUARDRAIL HEIGHT WHICH ALLOW THE PASSAGE OF A SPHERE 4" IN
DIAMETER (4-3/8" AT STAIR RAILS & 6" AT STAIR TREADS).

10. ATTIC ACCESS SHALL BE WEATHER STRIPPED TO PREVENT AIR LEAKAGE AND SHALL
HAVE PERMANENTLY ATTACHED INSULATION USING ADHESIVE OR MECHANICAL
FASTENERS.

11. EXTERIOR DOORS SHALL HAVE AN EXTERIOR LANDING AT A MAXIMUM OF 1- 1/2"
BELOW THRESHOLD IF DOOR SWINGS IN AND A MAXIMUM OF 1- 1/2" IF DOOR SWINGS
OUT.

12. BUILDINGS SHALL BE PROVIDED WITH APPROVED ADDRESS IDENTIFICATION THAT IS
LEGIBLE AND VISIBLE FROM THE STREET OR ROAD FRONTING THE PROPERTY.
NUMBERS SHALL BE MIN 4" AND CONTRAST WITH THEIR BACKGROUND

15. ENCLOSED ACCESSIBLE SPACE UNDER STAIRS SHALL HAVE WALLS, UNDER-STAIR
SURFACE AND ANY SOFFITS PROTECTED ON THE ENCLOSED SIDE WITH 1/2" GYPSUM
BOARD,

16. MINIMUM LOCAL BATHROOM EXHUST RATES SHALL BE 50 CFM/MIN FOR
INTERMITTENT VENTILATION OR 20 CFM/MIN FOR CONTINUOUS VENTILATION.
EXHAUST AIR FROM THE SPACE SHALL BE EXHAUSTED DIRECTLY TO THE OUTDOORS.
EACH BATHROOM FAN SHALL BE ENERGY START COMPLIANT AND HUMIDISTAT
CONTROLLED.

17. CLOTHES DRY SHALL VENT TO THE EXTERIOR OF THE BUILDING, VENT SHALL BE
MADE OF RIDGID METAL AND HAVE SMOOTH INTERIOR SURFACES, AND SHALL NOT
HAVE A TOTAL LENGTH OF NOT MORE THAN 14 FEET, INCLUDING TW0-90 DEGREE
ELBOWS. 2 FEET SHALL BE DEDUCTED FOR EACH 90-DEGREE ELBOW IN EXCESS OF
THE TWO STATED, UNLESS REQUIRED OTHERWISE BY MANUFACTURER'S LISTING.

GENERAL CONSTRUCTION NOTES
GENERAL NOTES

1. ALL OUTSIDE 20 AMP GFCI RECEPTACLES SHALL BE WATERPROOF.
2. OUTDOOR LIGHTING ATTACHED TO BUILDINGS: HIGH EFFICIENCY
3. RECESSED FIXTURES: MUST BE RATED FOR INSULATION CONTACT (IC-RATED),

AIRTIGHT (ASTME283) AND SEALED W/A GASKET OR CAULKED BETWEEN HOUSING
AND CEILING. NO SCREW BULB SOCKETS ALLOWED.

4. ALL HABITABLE ROOM LIGHTING SHALL BE FLUORESCENT OR HIGH EFFICIENCY
5. ALL WIRING THAT SUPPLIES 125V, SINGLE PHASE 15 & 20 AMP OUTLETS IN FAMILY

ROOMS, DINING ROOMS, LIVING ROOMS, PARLORS, LIBRARIES, DENS, BEDROOMS,
SUNROOMS, RECREATION ROOMS, CLOSETS, HALLWAYS, KITCHENS, LAUNDRY, OR
SIMILAR ROOMS SHALL BE  PROTECTED BY A LISTED ARC-FAULT CIRCUIT
INTERRUPTER.

6. ALL SMOKE DETECTORS SHALL BE 110 VOLT WITH BATTERY BACK-UP AND SHALL BE
INTER-CONNECTED SO THAT WHEN ONE ALARM ACTIVATES THEY ALL SOUND.

7. ALL SMOKE DETECTORS SHALL RECEIVE THEIR PRIMARY POWER FROM THE BUILDING
WIRING AND SHALL BE EQUIPPED WITH A BATTERY BACK. ALL SMOKE DETECTORS
SHALL BE AUDIBLE IN ALL SLEEPING AREAS.

8. THERE SHALL BE NO POINT ALONG A WALL THAT IS MORE THAN 6 FEET FROM AN
ELECTRICAL RECEPTACLE. 12' MAXIMUM BETWEEN OUTLETS AND ON ANY WALL
GREATER THAN 2'.

9. ALL CEILING FANS SHALL BE INSTALLED USING ELECTRICAL BOXES APPROVED FOR
THEIR SUPPORT.

10. ALL RECEPTACLES IN KITCHEN, LAUNDRY, STORAGE AREAS, BATHROOMS, OUTDOORS,
AND IN GARAGES SHALL BE GFCI PROTECTED. KITCHEN SHALL ALSO BE AFCI
PROTECTED.

11. ALL KITCHEN SHALL BE INSTALLED WITH LIGHTING OF AT LEAST 40 LUMENS PER
WATT EFFICIENCY.

12. ALL LIGHTING IN BATHROOMS, LAUNDRY ROOMS, UTILITY ROOMS, AND GARAGES
SHALL BE HIGH EFFICIENCY LIGHTING

13. ALL BATHROOM RECEPTACLES ARE TO BE 20 AMP GFCI DEDICATED CIRCUITS.
14. A TRANSFORMER IS REQUIRED FOR ALL LOW VOLTAGE LIGHT CIRCUITS. WIRE PLUGS

FOR THESE CIRCUITS ACCORDINGLY.
15. ELECTRICAL METER PANELS, SUB-PANELS, AND DISCONNECTS REQUIRE A MIN. CLEAR

WORKING SPACE OF NOT LESS THAN 30" WIDE BY 36" DEEP AND 5'-6" HIGH.
16. KITCHEN, FAMILY ROOMS, DINING ROOMS, LIVING ROOMS, DENS, SIMILAR ROOMS,

LAUNDRY AREAS, BEDROOMS, SUNROOMS, CLOSETS, AND HALLWAY CIRCUITS SHALL
BE PROTECTED WITH ARC-FAULT CIRCUIT INTERRUPTERS.

17. FIXTURES ABOVE SHOWERS AND BATHTUB AREAS SHALL BE RATED MOISTURE
RESISTIVE.

18. OUTSIDE SWITCHES SHALL BE WATER PROOF.
19. BOND ABOVE GROUND WATER PIPES AND ABOVE GROUND METAL GAS PIPES TO THE

SERVICE GROUND.
20. ALL SMOKE DETECTORS ARE TO BE LOCATED AT THE HIGHEST POINT IN THE AREA

SERVED OR AS SPECIFIED BY MANUFACTURER.
21. ALL GARAGE OUTLETS SHALL BE GFCI AND AT +48" HEIGHT AT COUNTERTOPS AND

+18" MIN. AT ALL OTHER LOCATIONS.
22. ALL 125 VOLT, 15 AND 20 AMPERE RECEPTACLES IN DWELLING UNITS SHALL BE

TAMPER-RESISTANT.

ELECTRICAL NOTES

ELECTRICAL NOTES CONT.
23. AN INTERSYSTEM BONDING TERMINATION FOR CONNECTION OF INTERSYSTEM
BONDING CONDUCTORS REQUIRED FOR OTHER SYSTEMS SHALL BE PROVIDED EXTERNAL
TO ENCLOSURES AT THE SERVICE EQUIPMENT OR METERING EQUIPMENT ENCLOSURE.
THE INTERSYSTEM BONDING TERMINATION SHALL CONSIST OF A SET OF TERMINALS
WITH THE CAPACITY FOR CONNECTION OF NOT LESS THAN THREE INTERSYSTEM
BONDING CONDUCTORS.
24. UFER GROUND SHALL BE LOCATED AT THE MAIN ELECTRIC PANEL.
25. NEW ONE- AND TWO-FAMILY DWELLINGS AND TOWNHOUSES WITH ATTACHED
PRIVATE GARAGES SHALL INSTALL A LISTED RACEWAY TO ACCOMMODATE A DEDICATED
220-VOLT BRANCH CIRCUIT FOR AN ELECTRIC VEHICLE (EV) CHARGER. THE RACEWAY
SHALL NOT BE LESS THAN NOMINAL 1" INSIDE DIAMETER. THE RACEWAY SHALL
ORIGINATE AT THE MAIN SERVICE OR SUB-PANEL AND SHALL TERMINATE INTO A LISTED
ENCLOSURE IN CLOSE PROXIMITY TO THE PROPOSED LOCATION OF AN EV CHARGER. THE
SERVICE PANEL AND/OR SUB-PANEL SHALL PROVIDE CAPACITY TO INSTALL A 40-AMP
MINIMUM DEDICATED BRANCH CIRCUIT AND SPACES(S) RESERVED TO PERMIT
INSTALLATION OF A BRANCH CIRCUIT OVER-CURRENT PROTECTIVE DEVICE. THE SERVICE
PANEL OR SUB-PANEL CIRCUIT DIRECTORY SHALL IDENTIFY THE OVER-CURRENT
PROTECTIVE DEVICE SPACE(S) RESERVED FOR FUTURE EV CHARGING AS "EV CAPABLE".
THE RACEWAY TERMINATION LOCATION SHALL BE PERMANENTLY AND VISIBLY MARKED
AS "EV CAPABLE".
26. ARC-FAULT CIRCUIT INTERRUPTER PROTECTION IN ANY OF THE AREAS WHERE
BRANCH WIRING IS MODIFIED, REPLACED, OR EXTENDED, THE BRANCH CIRCUIT SHALL BE
PROTECTED BY ONE OF THE FOLLOWING.
27. A LISTED COMBINATION-TYPE AFCI LOCATED AT THE ORIGIN OF THE BRANCH
CIRCUIT.
28. A LISTED OUTLET BRANCH-CIRCUIT TYPE AFCI LOCATED AT THE FIRST RECEPTACLE
OUTLET OF THE EXISTING BRANCH CIRCUIT.
29. LISTED TEMPER-RESISTANT RECEPTACLES SHALL BE PROVIDED WHERE
REPLACEMENTS ARE MADE AT RECEPTACLE OUTLET THAT ARE REQUIRED TO BE
TEMPER-RESISTANT.
30. TEMPER-RESISTANT RECEPTACLES.
31. RECESSED LIGHTING FIXTURES SHALL BE IC- AND AT- RATED, BE ACCESSIBLE FROM
BELOW CEILING, AND JC8-2019-E COMPLIANT.
32. TWO OR MORE 20-AMPERE SMALL-APPLIANCE BRANCH CIRCUITS SHALL BE PROVIDED
FOR ALL RECEPTACLE OUTLETS.
33. AT LEAST ONE ADDITIONAL 20A BRANCH CIRCUIT SHALL BE PROVIDED TO SUPPLY
THE LAUNDRY RECEPTACLE OUTUET. THIS CIRCUIT SHALL HAVE NO OTHER OUTUETS.

1. SHOWER AND/OR TUB-SHOWER COMBINATIONS ARE TO BE PROVIDED WITH
INDIVIDUAL CONTROL VALVES OF THE PRESSURE BALANCE OR THE THERMOSTATIC
MIXING VALVE TYPE. THE WATER TEMPERATURE MAXIMUM IS A SETTING OR 120 F.
SHOWER WALLS SHALL BE FINISHED WITH A HARD, NON-ABSORBENT SURFACE TO A
HEIGHT NOT LESS THAN 72" ABOVE THE DRAIN INLET.

2. WATER HEATER TO HAVE SEISMIC BRACING AS PER MANUFACTURERS
INSTRUCTIONS OR STATE ARCHITECT OFFICE GUIDELINES. ALL STORAGE TYPE
WATER HEATERS NEED A TEMPERATURE/PRESSURE RELIEF VALVE WITHIN A 3/4"
HARD PIPE DRAIN WHICH TERMINATES 6" TO 24" ABOVE GRADE AND POINTING
DOWNWARD. THE DRAIN PIPE SHALL MAINTAIN A DOWNWARD SLOPE TO THE
EXTERIOR. WATER HEATER PAN SHALL BE INSTALLED WITH A 3/4" DRAIN. THE FIRST
5' OF HOT AND COLD SHALL BE INSULATED. AND A CATEGORY III OR IV VENT, OR B
VENT WITH STRAIGHT PIPE BETWEEN THE OUTSIDE TERMINATION AND THE SPACE
WHERE THE WATER HEATER IS INSTALLED AND A CONDENSATE DRAIN THAT IS NO
MORE THAN 2 INCHES HIGHER THAN THE BASE OF THE INSTALLED WATER HEATER
AND ALLOWS NATURAL DRAINING WITHOUT PUMP.

3. FIXTURES ABOVE SHOWERS AND BATHTUB AREAS SHALL BE RATED MOISTURE
RESISTIVE.

4. PROVIDE A MINIMUM 3" SEDIMENT TRAP FOR THE GAS LINE TO THE WATER HEATER
AND OR THE FURNACE LOCATED ON THE APPLIANCE SIDE OF THE SHUTOFF FOR THE
GAS TO EACH APPLIANCE.

5. PROVIDE 1" INSULATION ON FIRST 5 FT. OF HOT AND COLD WATER PIPES AT THE
WATER HEATER, ALL PIPING WITH NOMINAL 3/4"Ø OR LARGER, ALL HOT WATER
PIPES FROM THE HEATING SOURCE TO THE KITCHEN.

6. ANTI-SIPHON DEVICES ARE REQUIRED AT ALL HOSE BIBBS. MIN. ONE BACK AND ONE
FRONT OF STRUCTURE. THIS IS TO PREVENT THE POSSIBLE BACKFLOW OF
CONTAMINATED WATER INTO THE POTABLE WATER SYSTEM.

7. ISOLATION WATER VALVES REQUIRED FOR INSTANTANEOUS WATER HEATERS
6.8kBTU/HR & ABOVE. VALVES SHALL BE INSTALLED ON BOTH COLD AND HOT WATER
LINES.

8. SUITABLE COVER SHALL BE INSTALLED OVER EXTERIOR INSULATED PIPES (AC
SUCTION, WATER LINES, ETC.) EX PAINTED CANVAS, PLASTIC COVER, SHEET METAL,
ETC.).

9. WATER, SOIL AND WASTE PIPES IN ATTICS AND CRAWL SPACES SHALL BE PROVIDED
WITH FREEZE PROTECTION. ABS PIPING SHALL NOT BE EXPOSED TO DIRECT
SUNLIGHT UNLESS PROTECTED BY WATER BASED SYNTHETIC LATEX PAINTS. PVC
PIPING SHALL NOT BE EXPOSED TO DIRECT SUNLIGHT UNLESS PROTECTED BY
WATER BASED SYNTHETIC LATEX PAINT, .04" THICK WRAP OR OTHERWISE
PROTECTED FROM UV DEGRADATION.

10. THE ADJACENT SPACE NEXT TO SHOWERS WITHOUT THRESHOLDS (CURB-LESS)
SHALL BE CONSIDERED A "WET LOCATION".

11. DOMESTIC HOT WATER LINES SHALL BE INSULATED. INSULATION SHALL BE THE
THICKNESS OF THE PIPE DIAMETER UP TO 2" IN SIZE AND MINIMUM 2" THICKNESS
FOR PIPES LARGER THAN 2" IN DIAMETER.

12. UNDERFLOOR CLEANOUTS SHALL NOT BE MORE THAN 5 FEET FROM AN
UNDERFLOOR ACCESS, ACCESS DOOR OR TRAP DOOR.

13. DRAINAGE PIPING SERVING FIXTURES WHICH HAVE FLOOD LEVEL RIMS LESS THAN
TWELVE (12) INCHES (304.8 MM) ABOVE THE ELEVATION OF THE NEXT UPSTREAM
MANHOLE AND/OR FLUSHING INLET COVER AT THE PUBLIC OR PRIVATE SEWER
SYSTEM SERVING SUCH DRAINAGE PIPING SHALL BE PROTECTED FROM BACKFLOW
OF SEWAGE BY INSTALLING AN APPROVED TYPE BACKWATER VALVE. FIXTURES
ABOVE SUCH ELEVATION SHALL NOT DISCHARGE THROUGH THE BACKWATER
VALVE, UNLESS FIRST APPROVED BY THE ADMINISTRATIVE AUTHORITY.

14. ANNULAR SPACES AROUND PIPES, ELECTRIC CABLES, CONDUITS OR OTHER
OPENINGS IN SOLE/BOTTOM PLATES AT EXTERIOR WALLS SHALL BE PROTECTED
AGAINST THE PASSAGE OF RODENTS BY CLOSING SUCH OPENINGS WITH CEMENT
MORTAR, CONCRETE MASONRY, OR SIMILAR ACCEPTABLE METHODS.

PLUMBING NOTES

PROJECT DESCRIPTION
AREA (TOTAL LIVING) = 2822 SF
AREA (MAIN FLOOR) =
AREA (UPPER FLOOR) =
AREA (GARAGE) = 515 SF
AREA (GARAGE - 3RD CAR) = 220 SF
AREA (COVERED EXTERIORS) = 311 SF
STORIES = 2
CONSTRUCTION = WOOD, LIGHT FRAME

1374 SF
1448 SF

DRAWINGS INDEX
A0.0 COVER SHEET, GENERAL NOTES
A1.0 EXTERIOR ELEVATIONS
A1.1 EXTERIOR ELEVATIONS
A1.2 EXTERIOR ELEVATIONS - ENHANCED
A1.3 EXTERIOR ELEVATIONS - ENHANCED
A1.4 EXTENDED COVERED PATIO #1

  (ELEVATIONS, MAIN FLOOR & ROOF PLANS)
A2.0 MAIN FLOOR PLAN
A2.1 MAIN FLOOR PLAN 3RD CAR GARAGE OPTION
A2.2 MAIN FLOOR PLAN OPTIONS
A3.0 UPPER FLOOR PLAN
A3.1 UPPER FLOOR PLAN OPTIONS
A4.0 ROOF PLAN
A5.0 BUILDING SECTIONS
A6.0 MAIN FLOOR ELECTRICAL PLANS
A6.1 UPPER  FLOOR ELECTRICAL PLANS
A7.0 ARCHITECTURAL DETAILS
A7.1 ARCHITECTURAL DETAILS
A7.2 ARCHITECTURAL DETAILS
A7.3 ARCHITECTURAL DETAILS
A7.4 ARCHITECTURAL DETAILS
A7.5 ARCHITECTURAL DETAILS

S1.0 STRUCTURAL  NOTES & SCHEDULES
S2.0 STRUCTURAL FOUNDATION  PLAN
S3.0 STRUCTURAL MAIN WALL FRAMING PLAN
S4.0 STRUCTURAL UPPER FLOOR FRAMING PLAN
S5.0 STRUCTURAL UPPER WALL FRAMING PLAN
S6.0 STRUCTURAL ROOF FRAMING PLAN
D1.0 STRUCTURAL FOUNDATION DETAILS
D2.0 STRUCTURAL FLOOR FRAMING DETAILS
D2.1 STRUCTURAL WALL FRAMING DETAILS
D3.0 STRUCTURAL WALL FRAMING DETAILS



EXTERIOR ELEVATION NOTES
1. GRADE CONDITIONS MAY VARY FOR INDIVIDUAL SITE FROM THAT SHOWN.

BUILDER SHALL VERIFY AND COORDINATE PER ACTUAL SITE CONDITIONS.
2. BUILDER TO PROVIDE ROOF AND SOFFIT VENTS SPECIFIED BY ATTIC VENT

SCHEDULE, OR APPROVED EQUAL. PROVIDE GYPSUM BOARD - SEE GENERAL
NOTES FOR CODE REQUIREMENTS.

3. INSTALL ALL PRE-MANUFACTURED MATERIALS PER MANUFACTURER'S
REQUIREMENTS, RECOMMENDATIONS, AND SPECIFICATIONS. INSTALLATION
REQUIREMENTS TO BE PROVIDED BY BUILDER.

SCALE: 1/4" = 1'-0"

FRONT ELEVATION2
A1.0

2
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12

4
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4
12

SCALE: 1/4" = 1'-0"

REAR ELEVATION2
A1.0

TOP OF RIDGE
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MAIN PLATE
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WINDOW HD. HT.
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2x12 FASCIA BD. w/1x2
FASCIA TRIM BD.

5/4 HARDIE CORNER
BOARD (TYP.)

5/4 HARDIE
TRIM (TYP.)

FASCIA GUTTER
TYP.

UPPER FLOOR
4/12 PITCH:
   1'-0" OVERHANG
   1'-0" HEEL

OPTIONAL GARAGE
DOOR WINDOWS

OPTIONAL MODERN 8'
ENTRY DOOR SHOWN

MAIN FLOOR
4/12 PITCH:
   1'-0" OVERHANG
   STANDARD HEEL @
   GARAGE,
   1'-0" OVERHANG
   1'-0" HEEL @ BEDRM 4

5/4 HARDIE CORNER
BOARD (TYP.)

POST COLUMN
w/SINGLE COLLAR
SEE DETAIL 6/A7.2

HORIZONTAL LAP
SIDING w/ 7" REVEAL

A7.1
5

A7.1
10

A7.1
15

A7.1
2

A7.1
7

A7.1
12

A7.2
5

A7.2
4

A7.0
13

A7.2
3

A7.0
16

A7.0
10

A7.0
5

FASCIA GUTTER
TYP.

POST COLUMN
w/SINGLE COLLAR
SEE DETAIL 6/A7.2

A7.0
9

A7.1
11

A7.1
6

A7.1
1

A7.1
11

A7.0
16

A7.0
4

OPTIONAL MODERN
GARAGE DOOR SHOWN

 HARDIE V-GROVE
w/7" REVEAL
(OPT. FAUX WOOD)

COMPOSITION
SHINGLES (TYP.)

METAL CHANNELS PER
DETAILS 6/A7.3 & 8/A7.3

METAL CORNERS
PER DETAIL 7/A7.3

SMOOTH HARDIE PANEL

1'-0" TYP.
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ELECTRONIC STAMP

PLIRIS REQUIRES ELECTRONIC SIGNATURES
FOR ALL PLAN SHEETS. DATE/TIME STAMP OF
SIGNATURE SHALL BE WITHIN 48 HOURS AFTER
PLAN STAMP, SEE BOTTOM LEFT CORNER.
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EXTERIOR ELEVATION NOTES
1. GRADE CONDITIONS MAY VARY FOR INDIVIDUAL SITE FROM THAT SHOWN.

BUILDER SHALL VERIFY AND COORDINATE PER ACTUAL SITE CONDITIONS.
2. BUILDER TO PROVIDE ROOF AND SOFFIT VENTS SPECIFIED BY ATTIC VENT

SCHEDULE, OR APPROVED EQUAL. PROVIDE GYPSUM BOARD - SEE GENERAL
NOTES FOR CODE REQUIREMENTS.

3. INSTALL ALL PRE-MANUFACTURED MATERIALS PER MANUFACTURER'S
REQUIREMENTS, RECOMMENDATIONS, AND SPECIFICATIONS. INSTALLATION
REQUIREMENTS TO BE PROVIDED BY BUILDER.

SCALE: 1/4" = 1'-0"

RIGHT ELEVATION1
A1.1

SCALE: 1/4" = 1'-0"

LEFT ELEVATION2
A1.1
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SMOOTH HARDIE
PANEL

METAL CORNERS
SEE DETAIL 7/A7.3

HARDIE PANEL VERTICAL
SIDING w/ 7" EXPOSURE
(OPT. FAUX WOOD)

SMOOTH HARDIE
PANEL

COMPOSITION
SHINGLES (TYP.)

METAL CHANNELS PER
DETAILS 6/A7.3 & 8/A7.3

OPT GARAGE
MAN DOOR

2x12 FASCIA BD. w/1x2
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SCALE: 1/4" = 1'-0"

PARTIAL MAIN FLOOR PLAN - EXTENDED PATIO OPTION #11
A1.4 SCALE: 1/4" = 1'-0"

PARTIAL ROOF PLAN - EXTENDED PATIO OPTION #12
A1.4

SCALE: 1/4" = 1'-0"

REAR ELEVATION - EXTENDED PATIO OPTION #13
A1.4 SCALE: 1/4" = 1'-0"

RIGHT ELEVATION - EXTENDED PATIO OPTION #13
A1.4
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EXTENDED COVERED
PATIO OPTION #1
9' -0" CLG - 342 TOTAL SF
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P)

CONCRETE TO EXTEND
6" PAST THE EDGE OF

THE 6X6 POSTS

O
PT

. (
2)

24
80

 B
AR

N

2x6 WALL

1' - 0" WIDE SOFFIT

PATIO OPTION #1 ROOF VENT COUNT

VENTILATION AREA = 1/150

UPPER VENTILATION:
180 S.F. PATIO #1 OPTION ATTIC SPACE AREA = (2) TOTAL 50 SQ.IN. NFVA ROOF
JACK VENTS MIN. REQUIRED (78 SQ.IN. TOTAL REQUIRED VENTING)

LOWER VENTILATION:
180 S.F. PATIO #1 OPTION ATTIC SPACE AREA = 95 SQ.IN. TOTAL EAVE VENTING MIN.
REQUIRED - (6) 18.75 SQ.IN. NFVA VENTED TRUSS EAVE BLOCKS OR EQUIV.)
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1374 SF

INTERIOR DOORS/EXTERIOR DOORS
(ALL DOORS ADD 2" TO RO)

SIZE R.O.

3'-0" X 6'-8" 38" X 83"

2'-8" X 6'-8" 34" X 83"
2'-6" X 6'-8" 32" X 83"
2'-4" X 6'-8" 30" X 83"
2'-2" X 6'-8" 28" X 83"
2'-0" X 6'-8" 26" X 83"

BIFOLDS

SIZE R.O.

8'-0" 97-1/2" X 82"

6'-0" 73-1/2" X 82"

5'-0" 61-1/2" X 82"
4'-0" 49-1/2" X 82"
3'-0" 37-1/2" X 82"

BIPASS
(MIRRORED BIBASS -2" ON HEIGHT)

SIZE R.O.

8'-0" 96" X 83"

6'-0" 72" X 83"

4'-0" 48" X 83"

3'-0" 38" X 83"

POCKET DOORS

SIZE R.O.

2'-2" X 6'-8" 54" X 84"

2'-4" X 6'-8" 58" X 84"

2'-6" X 6'-8" 62" X 84"

2'-8" X 6'-8" 66" X 84"

3'-0" X 6'-8" 74" X 84"

ROUGH OPENING TABLE

BEARING MEMBER SIZES NOTED ON STRUCTURAL ENGINEERING "S" SHEETS
ARE TO SUPERCEDE ANY DEPICTED ON THE ARCHITECTURAL SHEETS.

MAIN FLOOR PLAN NOTES

SMOKE DETECTOR

CARBON MONOXIDE / SMOKE DETECTOR

CEILING EXHAUST FAN
BATHROOM/LAUNDRY EXHAUST FANS - IN LIEU OF REQUIRED OPENINGS FOR
NATURAL VENTILATION IN BATHROOMS CONTAINING A BATHTUB OR SHOWER;
LAUNDRY & SIMILAR ROOMS, A MECHANICAL VENTILATION SYSTEM CONNECTED
DIRECTLY TO THE OUTSIDE CAPABLE OF PROVIDING FIVE AIR CHANGES PER
HOUR SHALL BE PROVIDED.

CARBON MONOXIDE DETECTORS (CO) OR COMBO CARBON
MONOXIDE/SMOKE DETECTORS (CO/SD) SHALL COMPLY w/ IRC R315 & UL
2075, AND SHALL BE INSTALLED OUTSIDE OF EACH SLEEPING AREA IN
IMMEDIATE VICINITY OF THE BEDROOMS. CARBON MONOXIDE DETECTORS
SHALL RECEIVE PRIMARY POWER FROM THE BUILDING WIRING, AND BE
EQUIPPED w/ BATTERY BACKUP, AND EMIT SIGNAL WHEN BATTERIES ARE
LOW.  WIRING SHALL BE PERMANENT, AND WITHOUT A DISCONNECT
SWITCH.

SMOKE DETECTORS (SD) - COMPLYING w/ IRC R314 & UL 217, SHALL BE
INSTALLED IN EACH SLEEPING ROOM & CENTRALLY LOCATED IN HALLS
GIVING ACCESS TO SLEEPING AREAS.  SMOKE DETECTORS SHALL RECEIVE
PRIMARY POWER FROM THE BUILDING WIRING, AND BE EQUIPPED w/
BATTERY BACKUP, AND EMIT SIGNAL WHEN BATTERIES ARE LOW.  WIRING
SHALL BE PERMANENT, AND WITHOUT A DISCONNECT SWITCH.

SYMBOLS LEGEND

SD/CO

SD

SCALE: 1/4" = 1'-0"

MAIN FLOOR  PLAN -1
A2.0

WALLS

NOT FULL HEIGHT WALLS, SEE FLOOR PLAN FOR WALL HEIGHT

GENERAL FLOOR PLAN NOTES
1. CEILING HEIGHTS AT OR ABOVE 9'-0" WILL HAVE A WINDOW HEAD HEIGHT OF

8'-0". CEILING HEIGHTS BELOW 9'-0" WILL HAVE A WINDOW HEAD HEIGHT OF
7'-0". (U.N.O.)

2. WINDOW SUPPLIER TO VERIFY AT LEAST ONE WINDOW IN ALL BEDROOMS TO
HAVE A CLEAR EGRESS OPENING - SEE GENERAL NOTES. WINDOWS LOCATED AT
+72" ABOVE FINISHED GRADE MUST COMPLY WITH IRC R312.2.

3. PROVIDE GYPSUM BOARD - SEE GENERAL NOTES FOR CODE REQUIREMENTS.
4. ANY EXTERIOR SHELF BELOW WINDOW SILL SHALL SLOPE AWAY 1/4" PER FOOT.

APPLY ELASTOMERIC SEALANT.
5. PROVIDE PRESSURE BALANCE OR THERMOSTATIC MIXING VALVE TYPE

CONTROL VALVES FOR ALL SHOWER AND TUB / SHOWER COMBINATIONS.
6. SHOWER AREA WALLS SHALL BE FINISHED WITH APPROVED 'CEMENT',

'FIBER-CEMENT', OR 'GLASS MAT GYPSUM' BACKERS AND NON-ABSORBENT
SURFACE TO A HEIGHT OF 72" ABOVE THE DRAIN -  SECTION IX, AND IRC
SECTION R702.4.2.

7. ALL PARTITIONS ARE DIMENSIONED TO FACE OF FRAMING. (U.N.O.) ALL ANGLED
PARTITIONS ARE 45 DEGREES. (U.N.O.) CENTER-LINE OF WATER CLOSET SHALL
BE A MINIMUM OF 15" FROM ANY VERTICAL SURFACE OR FIXTURE.
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MAIN FLOOR

MAIN PLATE

UPPER FLOOR

SCALE: 1/4" = 1'-0"

PARTIAL MAIN FLOOR PLAN1
A2.1 SCALE: 1/4" = 1'-0"

PARTIAL ROOF PLAN2
A2.1

SCALE: 1/4" = 1'-0"

FRONT ELEVATION3
A2.1 SCALE: 1/4" = 1'-0"

LEFT ELEVATION4
A2.1

RIDGE
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24XX
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OPTIONAL
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DOOR SHOWN

OPT.2880

4'
-1

0 
1/

2"

OPT GARAGE
MAN DOOR

1) THE TOTAL NET FREE VENTILATION AREA SHALL NOT BE LESS THAN 1/300 OF THE
AREA OF THE SPACE VENTILATED, PROVIDED THAT AT LEAST 40% BUT NOT MORE
THAN 50% OF THE REQUIRED AREA IS PROVIDED BY VENTILATORS LOCATED IN THE
UPPER PORTION OF THE SPACE BEING VENTILATED. THE REMAINING BALANCE OF THE
REQUIRED VENTING WILL BE PROVIDED BY EAVE VENTS AND/OR LOW ROOF VENTS
2) ALTERNATIVE METHOD: VENTILATION SHALL NOT BE LESS THAN 1/150 OF THE
AREA OF THE SPACE VENTILATED.

ROOF VENTILATION NOTES

1)  PROVIDE PROTECTIVE FLASHING FOR ALL ROOF PENETRATIONS.
2) REQUIRED VENTILATION OPENINGS SHALL BE COVERED W/ BUG/INSECT SCREENS.
3) REQUIRED VENTILATION OPENINGS SHALL BE PROTECTED AGAINST THE ENTRANCE
OF SNOW AND/OR RAIN.
4) INSTALL INSULATION SO THAT THE FREE FLOW OF AIR WITHIN THE ATTIC IS NOT
BLOCKED.
5) SEE PLAN FOR ROOF PITCH.
6) VENT THE ENCLOSED SPACE OF SOFFITED PORCH & PATIO COVERS PER CODE.
7) PROVIDE & INSTALL RAIN GUTTERS & DOWNSPOUTS AS REQUIRED PER BUILD
LOCATION.

ROOF PLAN NOTES

SYMBOLS LEGEND

CEILING EXHAUST FAN
BATHROOM/LAUNDRY EXHAUST FANS - IN LIEU OF REQUIRED OPENINGS FOR
NATURAL VENTILATION IN BATHROOMS CONTAINING A BATHTUB OR SHOWER;
LAUNDRY & SIMILAR ROOMS, A MECHANICAL VENTILATION SYSTEM CONNECTED
DIRECTLY TO THE OUTSIDE CAPABLE OF PROVIDING FIVE AIR CHANGES PER
HOUR SHALL BE PROVIDED.

AF-50 ATTIC VENT (50 SQ. IN. NFVA EA.)

3RD CAR GARAGE ROOF VENT COUNT

VENTILATION AREA = 1/150

UPPER VENTILATION:
220 S.F. 3RD CAR GARAGE ATTIC SPACE AREA = (2) TOTAL 50 SQ.IN. NFVA ROOF
JACK VENTS MIN. REQUIRED (95 SQ.IN. TOTAL REQUIRED VENTING)

LOWER VENTILATION:
220 S.F. 3RD CAR GARAGE ATTIC SPACE AREA = 116 SQ.IN. TOTAL EAVE VENTING
MIN. REQUIRED - (7) 18.75 SQ.IN. NFVA VENTED TRUSS EAVE BLOCKS OR EQUIV.)

SCALE: 1/4" = 1'-0"

REAR ELEVATION5
A2.1

M
AI

N
 F

LO
O

R 
PL

AN
 3

RD
 C

AR
 G

AR
AG

E 
O

PT
IO

N

A2
.1

DA
TE

: 2
6.

04
.2

3

Fil
e l

oc
ati

on
: C

:\U
SE

RS
\M

IK
EJ

\P
LIR

IS
\P

LIR
IS

 P
LA

NS
 - 

PR
OJ

EC
TS

\26
-1

66
-H

OL
T-

HC
A 

88
-2

82
2 C

L3
\20

0 C
AD

\22
0 D

RA
W

IN
GS

\26
-1

66
-H

OL
T-

HC
A 

88
-2

82
2 C

L2
 - 

AR
CH

 - 
MJ

 26
04

23
.D

W
G

Sa
ve

d o
n: 

4/2
3/2

02
6 8

:24
 pm

© 
 20

24
 P

LIR
IS

 P
LA

NS

ELECTRONIC STAMP

PLIRIS REQUIRES ELECTRONIC SIGNATURES
FOR ALL PLAN SHEETS. DATE/TIME STAMP OF
SIGNATURE SHALL BE WITHIN 48 HOURS AFTER
PLAN STAMP, SEE BOTTOM LEFT CORNER.
P L I R I S  W I L L  P R O V I D E  U N E N C R Y P T E D
DOCUMENTS DIRECTLY TO THE REVIEWING
JURISDICTION BY CONTACTING US DIRECTLY
A T  j h a s u p p o r t @ p l i r i s p l a n s . c o m

THESE DRAWINGS ARE THE PROPERTY OF
PLIRIS PLANS AND ARE NOT TO BE USED OR
REPRODUCED IN ANY MANNER EXCEPT WITH
THE PROPER WRITTEN PERMISSION OF PLIRIS
P L A N S

H
O

LT
: 2

82
2C

 - 
2L

AE
RT

S 
AD

DI
TI

O
N

 - 
LO

T 
#8

8
TB

D 
N

W
 L

EG
AC

Y 
TE

RR
AC

E
BA

N
KS

, O
R

RE
VI

SI
O

N
IDA

TE
 : N

A

W
O

RK
 O

RD
ER

 N
U

M
BE

R:
 2

6-
16

6

DR
AW

N
 B

Y:
 M

J 
CH

EC
KE

D 
BY

: R
M

Selected



INTERIOR DOORS/EXTERIOR DOORS
(ALL DOORS ADD 2" TO RO)

SIZE R.O.

3'-0" X 6'-8" 38" X 83"

2'-8" X 6'-8" 34" X 83"
2'-6" X 6'-8" 32" X 83"
2'-4" X 6'-8" 30" X 83"
2'-2" X 6'-8" 28" X 83"
2'-0" X 6'-8" 26" X 83"

BIFOLDS

SIZE R.O.

8'-0" 97-1/2" X 82"

6'-0" 73-1/2" X 82"

5'-0" 61-1/2" X 82"
4'-0" 49-1/2" X 82"
3'-0" 37-1/2" X 82"

BIPASS
(MIRRORED BIBASS -2" ON HEIGHT)

SIZE R.O.

8'-0" 96" X 83"

6'-0" 72" X 83"

4'-0" 48" X 83"

3'-0" 38" X 83"

POCKET DOORS

SIZE R.O.

2'-2" X 6'-8" 54" X 84"

2'-4" X 6'-8" 58" X 84"

2'-6" X 6'-8" 62" X 84"

2'-8" X 6'-8" 66" X 84"

3'-0" X 6'-8" 74" X 84"

ROUGH OPENING TABLE

BEARING MEMBER SIZES NOTED ON STRUCTURAL ENGINEERING "S" SHEETS
ARE TO SUPERCEDE ANY DEPICTED ON THE ARCHITECTURAL SHEETS.

MAIN FLOOR PLAN NOTES

SMOKE DETECTOR

CARBON MONOXIDE / SMOKE DETECTOR

CEILING EXHAUST FAN
BATHROOM/LAUNDRY EXHAUST FANS - IN LIEU OF REQUIRED OPENINGS FOR
NATURAL VENTILATION IN BATHROOMS CONTAINING A BATHTUB OR SHOWER;
LAUNDRY & SIMILAR ROOMS, A MECHANICAL VENTILATION SYSTEM CONNECTED
DIRECTLY TO THE OUTSIDE CAPABLE OF PROVIDING FIVE AIR CHANGES PER
HOUR SHALL BE PROVIDED.

CARBON MONOXIDE DETECTORS (CO) OR COMBO CARBON
MONOXIDE/SMOKE DETECTORS (CO/SD) SHALL COMPLY w/ IRC R315 & UL
2075, AND SHALL BE INSTALLED OUTSIDE OF EACH SLEEPING AREA IN
IMMEDIATE VICINITY OF THE BEDROOMS. CARBON MONOXIDE DETECTORS
SHALL RECEIVE PRIMARY POWER FROM THE BUILDING WIRING, AND BE
EQUIPPED w/ BATTERY BACKUP, AND EMIT SIGNAL WHEN BATTERIES ARE
LOW.  WIRING SHALL BE PERMANENT, AND WITHOUT A DISCONNECT
SWITCH.

SMOKE DETECTORS (SD) - COMPLYING w/ IRC R314 & UL 217, SHALL BE
INSTALLED IN EACH SLEEPING ROOM & CENTRALLY LOCATED IN HALLS
GIVING ACCESS TO SLEEPING AREAS.  SMOKE DETECTORS SHALL RECEIVE
PRIMARY POWER FROM THE BUILDING WIRING, AND BE EQUIPPED w/
BATTERY BACKUP, AND EMIT SIGNAL WHEN BATTERIES ARE LOW.  WIRING
SHALL BE PERMANENT, AND WITHOUT A DISCONNECT SWITCH.

SYMBOLS LEGEND

SD/CO

SD

WALLS

GENERAL FLOOR PLAN NOTES
1. CEILING HEIGHTS AT OR ABOVE 9'-0" WILL HAVE A WINDOW HEAD HEIGHT OF

8'-0". CEILING HEIGHTS BELOW 9'-0" WILL HAVE A WINDOW HEAD HEIGHT OF
7'-0". (U.N.O.)

2. WINDOW SUPPLIER TO VERIFY AT LEAST ONE WINDOW IN ALL BEDROOMS TO
HAVE A CLEAR EGRESS OPENING - SEE GENERAL NOTES. WINDOWS LOCATED AT
+72" ABOVE FINISHED GRADE MUST COMPLY WITH IRC R312.2.

3. PROVIDE GYPSUM BOARD - SEE GENERAL NOTES FOR CODE REQUIREMENTS.
4. ANY EXTERIOR SHELF BELOW WINDOW SILL SHALL SLOPE AWAY 1/4" PER FOOT.

APPLY ELASTOMERIC SEALANT.
5. PROVIDE PRESSURE BALANCE OR THERMOSTATIC MIXING VALVE TYPE

CONTROL VALVES FOR ALL SHOWER AND TUB / SHOWER COMBINATIONS.
6. SHOWER AREA WALLS SHALL BE FINISHED WITH APPROVED 'CEMENT',

'FIBER-CEMENT', OR 'GLASS MAT GYPSUM' BACKERS AND NON-ABSORBENT
SURFACE TO A HEIGHT OF 72" ABOVE THE DRAIN -  SECTION IX, AND IRC
SECTION R702.4.2.

7. ALL PARTITIONS ARE DIMENSIONED TO FACE OF FRAMING. (U.N.O.) ALL ANGLED
PARTITIONS ARE 45 DEGREES. (U.N.O.) CENTER-LINE OF WATER CLOSET SHALL
BE A MINIMUM OF 15" FROM ANY VERTICAL SURFACE OR FIXTURE.

PREP KITCHEN OPTION
PARTIAL MAIN FLOOR PLAN
SCALE: 1/4" = 1'-0"

 3
A2.2

GOURMET KITCHEN OPTION
PARTIAL MAIN FLOOR PLAN
SCALE: 1/4" = 1'-0"

 2
A2.2

PETITE OFFICE I.L.O. FLEX OPTION
PARTIAL MAIN FLOOR PLAN
SCALE: 1/4" = 1'-0"

 4
A2.2

PET WASH OPTION PARTIAL
MAIN FLOOR PLAN
SCALE: 1/4" = 1'-0"
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ELECTRONIC STAMP

PLIRIS REQUIRES ELECTRONIC SIGNATURES
FOR ALL PLAN SHEETS. DATE/TIME STAMP OF
SIGNATURE SHALL BE WITHIN 48 HOURS AFTER
PLAN STAMP, SEE BOTTOM LEFT CORNER.
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1448 SF
SCALE: 1/4" = 1'-0"

UPPER FLOOR  PLAN -1
A3.0

INTERIOR DOORS/EXTERIOR DOORS
(ALL DOORS ADD 2" TO RO)

SIZE R.O.

3'-0" X 6'-8" 38" X 83"

2'-8" X 6'-8" 34" X 83"
2'-6" X 6'-8" 32" X 83"
2'-4" X 6'-8" 30" X 83"
2'-2" X 6'-8" 28" X 83"
2'-0" X 6'-8" 26" X 83"

BIFOLDS

SIZE R.O.

8'-0" 97-1/2" X 82"

6'-0" 73-1/2" X 82"

5'-0" 61-1/2" X 82"
4'-0" 49-1/2" X 82"
3'-0" 37-1/2" X 82"

BIPASS
(MIRRORED BIBASS -2" ON HEIGHT)

SIZE R.O.

8'-0" 96" X 83"

6'-0" 72" X 83"

4'-0" 48" X 83"

3'-0" 38" X 83"

POCKET DOORS

SIZE R.O.

2'-2" X 6'-8" 54" X 84"

2'-4" X 6'-8" 58" X 84"

2'-6" X 6'-8" 62" X 84"

2'-8" X 6'-8" 66" X 84"

3'-0" X 6'-8" 74" X 84"

ROUGH OPENING TABLE

BEARING MEMBER SIZES NOTED ON STRUCTURAL ENGINEERING "S" SHEETS
ARE TO SUPERCEDE ANY DEPICTED ON THE ARCHITECTURAL SHEETS.

MAIN FLOOR PLAN NOTES

SMOKE DETECTOR

CARBON MONOXIDE / SMOKE DETECTOR

CEILING EXHAUST FAN
BATHROOM/LAUNDRY EXHAUST FANS - IN LIEU OF REQUIRED OPENINGS FOR
NATURAL VENTILATION IN BATHROOMS CONTAINING A BATHTUB OR SHOWER;
LAUNDRY & SIMILAR ROOMS, A MECHANICAL VENTILATION SYSTEM CONNECTED
DIRECTLY TO THE OUTSIDE CAPABLE OF PROVIDING FIVE AIR CHANGES PER
HOUR SHALL BE PROVIDED.

CARBON MONOXIDE DETECTORS (CO) OR COMBO CARBON
MONOXIDE/SMOKE DETECTORS (CO/SD) SHALL COMPLY w/ IRC R315 & UL
2075, AND SHALL BE INSTALLED OUTSIDE OF EACH SLEEPING AREA IN
IMMEDIATE VICINITY OF THE BEDROOMS. CARBON MONOXIDE DETECTORS
SHALL RECEIVE PRIMARY POWER FROM THE BUILDING WIRING, AND BE
EQUIPPED w/ BATTERY BACKUP, AND EMIT SIGNAL WHEN BATTERIES ARE
LOW.  WIRING SHALL BE PERMANENT, AND WITHOUT A DISCONNECT
SWITCH.

SMOKE DETECTORS (SD) - COMPLYING w/ IRC R314 & UL 217, SHALL BE
INSTALLED IN EACH SLEEPING ROOM & CENTRALLY LOCATED IN HALLS
GIVING ACCESS TO SLEEPING AREAS.  SMOKE DETECTORS SHALL RECEIVE
PRIMARY POWER FROM THE BUILDING WIRING, AND BE EQUIPPED w/
BATTERY BACKUP, AND EMIT SIGNAL WHEN BATTERIES ARE LOW.  WIRING
SHALL BE PERMANENT, AND WITHOUT A DISCONNECT SWITCH.

SYMBOLS LEGEND

SD/CO

SD

WALLS

GENERAL FLOOR PLAN NOTES
1. CEILING HEIGHTS AT OR ABOVE 9'-0" WILL HAVE A WINDOW HEAD HEIGHT OF

8'-0". CEILING HEIGHTS BELOW 9'-0" WILL HAVE A WINDOW HEAD HEIGHT OF
7'-0". (U.N.O.)

2. WINDOW SUPPLIER TO VERIFY AT LEAST ONE WINDOW IN ALL BEDROOMS TO
HAVE A CLEAR EGRESS OPENING - SEE GENERAL NOTES. WINDOWS LOCATED AT
+72" ABOVE FINISHED GRADE MUST COMPLY WITH IRC R312.2.

3. PROVIDE GYPSUM BOARD - SEE GENERAL NOTES FOR CODE REQUIREMENTS.
4. ANY EXTERIOR SHELF BELOW WINDOW SILL SHALL SLOPE AWAY 1/4" PER FOOT.

APPLY ELASTOMERIC SEALANT.
5. PROVIDE PRESSURE BALANCE OR THERMOSTATIC MIXING VALVE TYPE

CONTROL VALVES FOR ALL SHOWER AND TUB / SHOWER COMBINATIONS.
6. SHOWER AREA WALLS SHALL BE FINISHED WITH APPROVED 'CEMENT',

'FIBER-CEMENT', OR 'GLASS MAT GYPSUM' BACKERS AND NON-ABSORBENT
SURFACE TO A HEIGHT OF 72" ABOVE THE DRAIN -  SECTION IX, AND IRC
SECTION R702.4.2.

7. ALL PARTITIONS ARE DIMENSIONED TO FACE OF FRAMING. (U.N.O.) ALL ANGLED
PARTITIONS ARE 45 DEGREES. (U.N.O.) CENTER-LINE OF WATER CLOSET SHALL
BE A MINIMUM OF 15" FROM ANY VERTICAL SURFACE OR FIXTURE.
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ELECTRONIC STAMP

PLIRIS REQUIRES ELECTRONIC SIGNATURES
FOR ALL PLAN SHEETS. DATE/TIME STAMP OF
SIGNATURE SHALL BE WITHIN 48 HOURS AFTER
PLAN STAMP, SEE BOTTOM LEFT CORNER.
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THESE DRAWINGS ARE THE PROPERTY OF
PLIRIS PLANS AND ARE NOT TO BE USED OR
REPRODUCED IN ANY MANNER EXCEPT WITH
THE PROPER WRITTEN PERMISSION OF PLIRIS
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